
One-Piece Welded Surgeon scrub Sink
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Die-formed rim on
three sides adds
structural strength. 

Surgeon Scrub Sinks

Our 16-gauge, Type 304 stainless steel surgeon scrub sinks are fully heli-arc welded into one piece to create the strongest
surgeon scrub sink available. Welds are continuous, crevice-free and ground smooth. Coved corners eliminate areas where  dirt
and debris accumulate. Radius bends on bottom and all sides and a uniform, non-glare finish results in a tub interior that is easy
to clean.  Scrub sinks feature a 10.50-in. (26.67cm) deep basin, a 12-in. (30.48cm) high back splash. The surgeon scrub sink is
designed to accept a back splash-mounted goose neck faucet and 3.5-in. (8.89cm) drain. Stainless Steel Wall-Mounted Brackets
are included.

Back splash has a hole for
gooseneck faucet.

Corners are fully
crevice-free welded.

.750-in. (1.90cm) coved
corners eliminate
crevices where dirt and
debris can accumulate.

Seams are fully
crevice-free welded.

Welds are ground and polished
to a smooth finish.

Non-glare finish

16-gauge, Type 304
Stainless Steel

Recessed hole for 3.5-
in. (8.89cm)  drain

Wall-mounted brackets

.750-inch (1.90cm)
radius bends provide a
smooth, easy-to-clean
interior surface. 

P/N OVERALL SIZE
Description Inches Centimeters

Surgeon Scrub Sinks
13320-00-EPDMCX Single-Station, Gooseneck Compatible 30W x 22.56H x 19D 76.20W x 57.30H x 48.26D
13320-01-EPDMCX Single-Station, Gooseneck & Eyewash Compatible 30W x 22.56H x 19D 76.20W x 57.30H x 48.26D
13321-00-HJDMCX Dual-Station, Gooseneck Compatible 48W x 22.56H x 19D 121.92W x 57.30H x 48.26D
13321-01-HJDMCX Dual-Station, Gooseneck & Eyewash Compatible 48W x 22.56H x 19D 121.92W x 57.30H x 48.26D
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Surgeon Scrub S inks

Single-Station Dual-Station
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